=i Fischbach

Type E 1000

ADVANTAGEOUS FEATURES

e carfridge for plastic and permanently elastic sealing
compounds

o the cartridge has an open outlet on the front side and
has a reinforced buttress thread similar to S 32 x 3

e ensures excellent application behavior and optimum
emplying when used with corresponding Fischbach

plunger
e the cartridge is suitable for automatic filling, prefabrica-

fion with the corresponding nozzle and plunger systems
and automatic end packaging

o the raw material used is suitable as a barrier against
water vapor for many silicon, sealing and adhesive
compounds

TECHNICAL SPECIFICATIONS

General tolerance: DIN 16 901-150. Subiject to technical changes.
Our product recommendations are based on empirical data only and cannot replace the customer’s own tests.
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korea@fischbachi.com

Fischbach Ibérica, S.A.
17410 Sils (Girona), Spain
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Fischbach (Shanghai) Co., Ltd.
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Telefon: +86-21-6979-1423
Telefax: +86-21-6979-1426
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Material: HDPE
Volume: 1,000 ml
Weight: 110.5¢g

Packaging unit:

Fischbach Belgium N.V.
9140 Temse, Belgium
Telefon: +32-3-710 96 20
Telefax: +32-3-710 96 31
belgium@fischbachi.com

Fischbach U.K. Ltd.

Cheshire WAZ 1SN, Great Britain
Telefon: +44-1928-579320
Telefax: +44-1928-579403
uk@fischbachi.com

40 pieces/box

Fischbach USA Inc.

Elizabethtown, Kentucky, 42701 USA
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usa@fischbachi.com



